
AirCore Blade
AUABS-NH (No Hardware)

•  Products must be installed by a qualified 
professional (check with local and national 
codes for proper installation). 

•  Contractor is responsible for adequately 
reinforcing walls and/or ceilings to support 
fixture weight. 

•  Focal Point, LLC accepts no responsibility 
for inadequately reinforced walls and/or 
ceilings. 

•  The information contained in this drawing 
is the sole property of Focal Point, LLC. Any 
reproduction in part or whole without the 
written permission of Focal Point, LLC is 
prohibited.

BEFORE YOU BEGIN COMPONENT KEY

FOCAL POINT

CANNOT BE JOINED  
IN THE FIELD

MOUNTING HARDWARE  
PROVIDED BY OTHERS

CANNOT BE CUT TO  
LENGTH IN THE FIELD

7'

84.75"
2152.6mm

81.50"
2070.1mm

6' 69.50"
1765.3mm

72.75"
1847.9mm

4' 45.50"
1155.7mm

48.75"
1238.3mm

3' 33.50"
850.9mm

36.75"
933.4mm

2' 21.50"
546.1mm

24.75"
628.5mm

5' 57.50"
1460.5mm

60.75"
1543mm

8'

95.00"
2413mm

91.75"
2330.5mm

Mounting
Locations

TWO (2) MOUNTING LOCATIONS PER BAFFLE

MOUNTING LOCATION 
ADJUSTABLE UP TO 1"

1"

LIMIT 
SCREW

1/4"-20  
PEM NUT

MOUNTING HARDWARE BY OTHERS

1/4"-20 PEM NUT INSTALLED IN BLADE

THREAD ENGAGEMENT REQUIREMENTS 
MINIMUM DEPTH: 0.375" 
MAXIMUM DEPTH: 0.83" 
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