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CANDLEPOWER DISTRIBUTION LUMEN SUMMARY LUMINANCE DATA (CD/M?)
180° 170° 160° 150°  140° Vel:ﬁ;flel 0° 22.5!!’ori102t;| Ang|g7.5° 90° LE?r?earlls Zone Lumens L;/r?lp ;l/;t VEAI:tni;Ia; 0° 45° 90°
0° 435 435 435 435 435 0°-30° 333 133 277 45° 4584 5016 5627
5° 430 433 434 437 439 42 0°-40° 541 21.6 450 55° 3989 4964 616l
15° 409 413 413 416 418 117 0°-60° 65° 3158 4903 6226
25° 375 373 372 378 384 174 Total 0°-90° 959 38.4 79.8 75° 2259 3438 4469
35° 321 320 326 345 353 209 Luminaire  0°-180° 1202  48.1 100 85° 875 1604 2334
45° 255 252 279 301 313 216
7180 189 224299 2718 202 GO_EFFICIENTS OF UTILIZATION
65° 105 119 163 197 207 158
75 46 53 70 85 91 73 CeFiII‘i’:; i 70 > " 10 0
85° 6 7 11 15 16 12 Wall 70 50 30 10 70 50 10 50 10 50 10 50 10 00
90° 0 0 0 0 0 RCRO 57 57 57 57 56 56 56 53 53 51 51 49 49 48
95° 0 0 0 0 0 0 1 53 51 49 47 52 50 46 48 45 46 44 44 42 41
105° 0 0 0 0 0 0 2 48 45 42 39 47 44 39 42 38 41 37 39 36 35
15° 0 0 0 0 0 0 3 44 40 36 33 43 39 33 38 32 36 32 35 31 30 g
125° 0 0 0 0 0 0 4 41 35 31 28 40 35 28 33 28 32 27 31 27 26 §
135° 0 0 0 0 0 0 5 37 31 27 24 36 31 24 30 23 29 23 28 23 22 E\
:
145° 0 0 0 0 0 0 6 34 28 24 21 33 27 20 26 20 26 20 25 20 19 s
155° 0 0 0 0 0 0 7 31 2521 18 31 25 18 24 18 23 17 22 17 16 g
165° 0 0 0 0 0 0 8 29 22 18 15 28 22 15 21 15 21 15 20 15 14 é
Spacing 1.2 17* 0 0 0 o o0 o 9 27 20 16 13 26 20 13 19 13 19 13 18 13 12 é
Criterion: 1.3 180° 0 0 0 0 0 10 25 18 14 12 24 18 12 17 12 17 12 17 12 11 2

Go to www.focalpointlights.com for additional photometric data.
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