




rnd accent – slot aperture

id ®

	 Luminaire: 	 71W MR16 accent pinhole, narrow spot distribution  
		  with microprismatic lens
	 Filename: 	 D1RXSLOTHA71NS15_0.ies and D1RXSLOTHA71NS15_30.ies
	 Catalog #: 	 D1-RX-SLOT-WH
	 Efficiency: 	 48% (0° tilt) , 37% (30° tilt)
	Photometric Report #: 	 13547.1 and 13548.1

CANDLEPOWER DISTRIBUTION - 0° TILT 

FOOTCANDLE VALUES 
 0° aiming angle - horizonal surface

	 0°

	 5°

	 15°

	 25°

	 35°

	 45°

	 55°

	 65°

	 75°

	 85°	

	 90°

	4072	 4072	 4072	 4072	 4072

	3691	 3702	 3744	 3698	 3670

	645	 770	 797	 792	 636

	 81	 112	 107	 77	 47

	 10	 14	 13	 8	 6

	 2	 3	 2	 0	 0

	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0

	Vertical			  Horizontal Angle			 
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°0 81
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	 D	 C	 FC	 L	 W

	 6'	 0	 114	 1.6'	 1.6'

	 8'	 0	 64	 2.1'	 2.1'

	 10'	 0	 41	 2.6'	 2.6'

	 12'	 0	 28	 3.2'	 3.2'

	 14'	 0	 21	 3.7'	 3.7'

CANDLEPOWER DISTRIBUTION - 30° TILT

	 0°

	 5°

	 15°

	 25°

	 35°

	 45°

	 55°

	 65°

	 75°

	 85°	

	 90°

	 22	 22	 22	 22	 22	

	 72	 61	 42	 30	 20

	732	 574	 206	 41	 11

	2710	 1501	 267	 29	 7

	2216	 790	 83	 9	 2

	322	 165	 11	 2	 0

	 29	 13	 3	 0	 0

	 2	 0	 0	 0	 0

	 0	 0	 0	 0	 0	

	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0

	Vertical			  Horizontal Angle			 
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°0 73
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FOOTCANDLE VALUES 
 30° aiming angle - horizontal surface

	 D	 C	 FC	 L	 W

	 6'	 3.5'	 53	 2.1'	 1.8'

	 8'	 4.6'	 31	 2.8'	 2.4'

	 10'	 5.8'	 19	 3.5'	 3.0'

	 12'	 6.9'	 14	 4.2'	 3.6'

	 14'	 8.1'	 10	 4.9'	 4.3'

FOOTCANDLE VALUES 
 30° aiming angle - vertical surface

	 D	 C	 FC	 L	 W

	 2'	 3.5'	 162	 2.2'	 1.1'

	 3'	 5.2'	 73	 3.3'	 1.6'

	 4'	 6.9'	 41	 4.4'	 2.1'

	 5'	 8.7'	 23	 5.6'	 2.6'

	 6'	 10.4'	 18	 6.7'	 3.2'

Go to www.focalpointlights.com for additional photometric data.
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Footcandle results based on AGI32; off the shelf lamp in fixture, with soft focus lens; Reflectances=0/0/0; LLF=1

CMH HALWET CFL

CFL




