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	 Spacing	 1.3	

	Criterion:	 1.2

CANDLEPOWER DISTRIBUTION LUMEN SUMMARY

	 Filename: 	 FIN3SR1ST5H.IES

	 Catalog #: 	 FIN3-SR-1ST5HO-1C-120-S-TF-WH-4’

	 Efficiency: 	 35%

	 Test #: 	 13188.0

	 0°

	 5°

	 15°

	 25°

	 35°

	 45°

	 55°

	 65°

	 75°

	 85°	

	 90°

	 95°

	 105°

	 115°

	 125°

	 135°

	 145°

	 155°

	 165°

	 175°

	 180°

	740 	 740 	 740 	 740 	 740

	749 	 749 	 748 	 747 	 747 	 71

	754 	 750 	 746 	 740 	 733 	 211

	691 	 684 	 659 	 632 	 621 	 604

	610 	 599 	 545 	 510 	 496 	 347

	512 	 479 	 415 	 372 	 358 	 329

	388 	 343 	 276 	 232 	 216 	 259

	263 	 212 	 144 	 102 	 59 	 157

	135 	 59 	 47 	 41 	 41 	 69

	 28 	 13 	 12 	 12 	 12 	 16

	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 	 0

	 0 	 0 	 0 	 0 	 0 

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

Total
Luminaire

			   %	 % 
	 Zone	 Lumens	 Lamp	 Fixt

0°-30° 

0°-40° 

0°-60°

0°-90°

0°-180°

	 Go to www.focalpointlights.com for additional photometric data.
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										          20
			   80				    70			   50			   30			   10		 00
	70	 50		 30	 10	 70	 50	 10	 50		 10	 50		  10	 50		 10	 00

42 	42 	42 	42 	 41 	41 	41 	 39 	39 	 38 	38 	 36 	36 	 35

39 	38 	36 	35 	 38 	37 	35 	 35 	34 	 34 	33 	 33 	32 	 31

36 	34 	32 	30 	 35 	33 	30 	 32 	29 	 31 	28 	 30 	28 	 27

33 	30 	28 	26 	 33 	30 	26 	 29 	25 	 28 	25 	 27 	24 	 24

31 	27 	24 	22 	 30 	27 	22 	 26 	22 	 25 	22 	 24 	21 	 21

28 	24 	21 	19 	 28 	24 	19 	 23 	19 	 22 	19 	 22 	19 	 18

26 	22 	19 	17 	 26 	22 	17 	 21 	17 	 20 	17 	 20 	16 	 16

24 	20 	17 	15 	 24 	19 	15 	 19 	15 	 18 	15 	 18 	14 	 14

22 	18 	15 	13 	 22 	18 	13 	 17 	13 	 17 	13 	 16 	13 	 12

21 	16 	13 	11 	 20 	16 	11 	 15 	11 	 15 	11 	 15 	11 	 10

19 	15 	12 	10 	 19 	14 	10 	 14 	10 	 14 	10 	 13 	10 	 09

CO–EFFICIENTS OF UTILIZATION

LUMINANCE DATA (CD/M2)

9274 	 7517 	 6484

8664 	 6163 	 4823

7970	  4364 	 2697

6680 	 2326 	 2029

4115 	 1763 	 1763

	Vertical			    
	 Angle	 0°	 45°	 90°

45°

55°

65°

75°

85°

flush with trimless flange

inf inite TM 3
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	 Spacing	 1.2	

	Criterion:	 1.2

CANDLEPOWER DISTRIBUTION LUMEN SUMMARY

	 Filename: 	 FIN3FL1ST5H.IES

	 Catalog #: 	 FIN3-FL-1ST5HO-1C-120-S-XF-WH-4’

	 Efficiency: 	 33%

	 Test #: 	 12971.0

	 0°

	 5°

	 15°

	 25°

	 35°

	 45°

	 55°

	 65°

	 75°

	 85°	

	 90°

	 95°

	 105°

	 115°

	 125°

	 135°

	 145°

	 155°

	 165°

	 175°

	 180°

	586 	 586 	 586 	 586 	 586

	589 	 588 	 588 	 589 	 589 	 56

	593 	 593 	 593 	 593 	 593 	 166

	538 	 538 	 538 	 538 	 537 	 249

	462 	 462 	 462 	 462 	 462 	 290

	389 	 389 	 389 	 388 	 389 	 301

	292 	 292 	 291 	 292 	 294 	 262

	196 	 197 	 197 	 196 	 196 	 195

	106 	 106 	 106 	 106 	 106 	 112

	 26 	 26 	 27 	 27 	 28 	 29

	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

	471 	 9.4 	 28.4

	761 	 15.2 	 45.8

1324 	 26.5 	 79.7

1661 	 33.2 	 100.0

1661 	 33.2 	 100.0
Total

Luminaire

			   %	 % 
	 Zone	 Lumens	 Lamp	 Fixt

0°-30° 

0°-40° 

0°-60°

0°-90°

0°-180°

	 Go to www.focalpointlights.com for additional photometric data.
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										          20
			   80				    70			   50			   30			   10		 00
	70	 50		 30	 10	 70	 50	 10	 50		 10	 50		  10	 50		 10	 00

40 	40 	40 	40 	 39 	39 	39 	 37 	37 	 35 	35 	 34 	34 	 33

36 	35 	34 	32 	 36 	34 	32 	 33 	31 	 32 	30 	 30 	29 	 28

33 	31 	29 	27 	 33 	30 	27 	 29 	26 	 28 	25 	 27 	25 	 24

31 	27 	25 	23 	 30 	27 	23 	 26 	22 	 25 	22 	 24 	21 	 21

28 	24 	22 	19 	 27 	24 	19 	 23 	19 	 22 	19 	 22 	19 	 18

26 	22 	19 	16 	 25 	21 	16 	 20 	16 	 20 	16 	 19 	16 	 15

24 	19 	16 	14 	 23 	19 	14 	 18 	14 	 18 	14 	 17 	14 	 13

22 	17 	14 	12 	 21 	17 	12 	 17 	12 	 16 	12 	 16 	12 	 11

20 	16 	13 	11 	 20 	15 	11 	 15 	11 	 14 	11 	 14 	11 	 10	

18 	14 	11 	09 	 18 	14 	09 	 13 	09 	 13 	09 	 13 	09 	 09

17 	13 	10 	08 	 17 	13 	08 	 12 	08 	 12 	08 	 12 	08 	 08

CO–EFFICIENTS OF UTILIZATION

LUMINANCE DATA (CD/M2)

7418 	 7418 	 7418

6865 	 6841 	 6912

6254 	 6286 	 6254

5523 	 5523 	 5523

4023 	 4177 	 4332

	Vertical			    
	 Angle	 0°	 45°	 90°

45°

55°

65°

75°

85°

	587 	 11.7 	 33.3

	934 	 18.7 	 52.9

1522 	 30.4 	 86.3

1764 	 35.3 	 100.0

1764 	 35.3 	 100.0



Luminaires may be configured by specifying actual run lengths as shown. 
Example: 17' - 9-11/16" run = two 8' and one 4'

run length 
actual

lamp configuration

all 3' lamps all 4' lamps 3' & 4' lamps

2' - 11-1/4" 3

3' - 11-1/16" 4

5' - 4-3/4" 6

6' - 4-9/16" 4 3

7' - 4-3/8" 8

7' - 10-3/4" 6 3

8' - 10-9/16" 6 4

9' - 10-5/16" 8 3

10' - 4-3/4" 6 6

10' - 10-1/8" 8 4

12' - 4-5/16" 8 6

12' - 10-11/16" 6 6 3

13' - 10-1/2" 6 6 4

14' - 3-7/8" 8 8

14'- 10-5/16" 8 6 3

15' - 4-11/16" 6 6 6

15' - 10-1/8" 8 6 4

16' - 9-7/8" 8 8 3

17' - 4-1/4" 8 6 6

17' - 9-11/16" 8 8 4

17' - 10-11/16" 6 6 6 3

18' - 10-1/2" 6 6 6 4

19' - 3-7/8" 8 8 6

20' - 4-11/16" 6 6 6 6

21' - 3-7/16" 8 8 8

22' - 10-5/8" 6 6 6 6 3

23' - 9-7/16" 8 8 8 3

23' - 10-7/16" 6 6 6 6 4

24' - 9-1/4" 8 8 8 4

inf inite 3 standard run length

run length 
actual

lamp configuration

all 3' lamps all 4' lamps 3' & 4' lamps

25' - 4-5/8" 6 6 6 6 6

26' - 3-7/16" 8 8 8 6

27' - 10-5/8" 6 6 6 6 6 3

28' - 3" 8 8 8 8

28' - 10-7/16" 6 6 6 6 6 4

30' - 4-5/8" 6 6 6 6 6 6

30' - 9" 8 8 8 8 3

31' - 8-3/4" 8 8 8 8 4

32' - 10-9/16" 6 6 6 6 6 6 3

33' - 2-15/16" 8 8 8 8 6

33' - 10-3/8" 6 6 6 6 6 6 4

35' - 2-9/16" 8 8 8 8 8

35' - 4-9/16" 6 6 6 6 6 6 6

37' - 8-1/2" 8 8 8 8 8 3

37'- 10-9/16" 6 6 6 6 6 6 6 3

38' - 8-5/16" 8 8 8 8 8 4

38' - 10-3/8" 6 6 6 6 6 6 6 4

40' - 2-1/2" 8 8 8 8 8 6

40' - 4-9/16" 6 6 6 6 6 6 6 6

42' - 2-1/8" 8 8 8 8 8 8 

42' - 10-1/2" 6 6 6 6 6 6 6 6 3

44' - 8-1/16" 8 8 8 8 8 8 8 8 3

45' - 4-1/2" 6 6 6 6 6 6 6 6 6 

45' - 7-7/8" 8 8 8 8 8 8 4

47' - 2-1/16" 8 8 8 8 8 8 6

47' - 10-1/2" 6 6 6 6 6 6 6 6 6 3

48' - 10-5/16" 6 6 6 6 6 6 6 6 6 4

49' - 1-5/8" 8 8 8 8 8 8 8 8

8' start (nominal) 8' intermediate (nominal) 4' end (nominal)

3' & 4' lamps may appear to be different colors when combined in the same run. Consult lamp manufacturer for details.

www.focalpointlights.com | 1.773.247.9494




