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mounting information
ordering

luminaire series FMA1
Apollo 1 FMA1

nominal size 24
2'x4' 24

lamp quantity 22
Two Lamp T8 Ambient 22

Two Lamp T5HO Exam

lamp type T8T5HO
T8 & T5HO T8T5HO

circuits 2C
Dual Circuit 2C

voltage
120 Volt 120

277 Volt 277

347 Volt 347
(consult factory for availability)

ballast S
Electronic Program Start <10% THD S

mounting
Grid Mount G

Slot tee ST

factory options
Chicago Plenum CP

Drywall Frame Kit DF

Emergency Battery Pack* EM
(not available with Night Light)

Earthquake Clips EQ

Single Fuse and Holder FU

Healthcare LV1200 * LVC
Low Voltage Controller

Programmable ILC DuraTouch FM * LV2
Low Voltage Controller

Night Light (PL7 Or PL9) NL

Include 3000K Lamp L830

Include 3500K Lamp L835

Include 4100K Lamp L841

finish
Matte Satin White WH

Matte Satin White Anti–Microbial WHA

specifications

construction 
20 Ga. steel housing. 

Lamp compartment is sealed and enclosed by detachable extruded acrylic diffuser. 

.250" closed-cell gasket seals acrylic lamp shield at ends of fixture. 

Bottom access 20 Ga. steel ballast compartment.   
 
	 weight:		  32 lbs

optic 
One-piece 20 Ga. steel side reflectors finished in Matte Satin White powder coat. 

20 Ga. steel center reflector finished in High reflectance White. 

electrical 
Ballasts are thermally protected and have a Class “P" rating. 

Optional low voltage switching available. 

Low Voltage Controller is designed to function seamlessly alongside delicate 
hospital electronics. It emits no electromagnetic noise that either patient or 
equipment will detect. Any number of momentary contact switches can access 
two circuit loads. Both circuits can be switched in a sequence by using one switch 
or independently using separate switches. This is achieved by using jumpers 
conveniently located on the Low Voltage side of the housing.

	 load capacity:	 Dual (2) 120-277V Circuits at 4 Amps each load

	 switch voltage:	 <9V (<900, micro amps)

	 switch types:	 sequential (load 1,2, 1&2, off)

		  individual (each load independently)

Optional 7W or 9W night light circuit is available with magnetic ballast. 

Consult factory for dimming specifications and availability. 

UL and cUL listed.      

finish 
Polyester powder coat applied over a 5-stage pre-treatment. 

Optional Anti-Microbial paint finish available.

363

* for more information see Reference section.

363

specify “G” for flat 9/16" and 15/16" tee
or “ST” for 9/16" slot tee grid types.

grid

“G” flat tee “ST” slot tee

specify “DF” Drywall Frame Kit for drywall
ceiling conditions.

drywall frame kit

Use tie–wire or screws
to secure frame kit.

cut out dimensions:
2':  Min:  24.125"
 Max:  24.563"

4':  Min:  48.125"
 Max:  48.563"

Luminaires cannot be installed in T-bar 
ceiling systems over 1.5" high in T8 lamp 
configurations.
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										          20
			   80				    70			   50			   30			   10		 00
	70	 50		 30	 10	 70	 50	 10	 50		 10	 50		  10	 50		 10	 00

96	 96	 96	 96	 93	 93	 93	 89	 89	 85	 85	 82	 82	 80

88	 84	 81	 78	 86	 82	 76	 79	 74	 76	 72	 73	 70	 68

80	 74	 68	 64	 78	 72	 63	 69	 62	 67	 60	 64	 59	 57

73	 65	 59	 53	 71	 64	 53	 61	 52	 59	 51	 57	 50	 49

67	 58	 51	 45	 65	 56	 45	 54	 44	 53	 44	 51	 43	 41

61	 51	 43	 38	 59	 50	 38	 48	 37	 46	 37	 45	 37	 35

56	 45	 38	 33	 54	 44	 33	 43	 32	 42	 32	 40	 32	 30

52	 41	 33	 28	 50	 40	 28	 39	 28	 37	 28	 36	 28	 26

47	 36	 29	 25	 46	 36	 24	 35	 24	 34	 24	 33	 24	 22	

44	 32	 26	 21	 42	 32	 21	 31	 21	 30	 21	 29	 21	 19
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	 Spacing	 1.2	

	Criterion:	 1.8

CANDLEPOWER DISTRIBUTION

CO–EFFICIENTS OF UTILIZATION

LUMINANCE DATA (CD/M2)LUMEN SUMMARY

	 Filename: 	 FMA124T8.IES

	 Catalog #: 	 FMA1-24-22-T8T5HO-2C-120-S-G-WH (T5HO LAMPS OFF)

	 Efficiency: 	 80%

	 Test #: 	 12227.0

	 0°

	 5°

	 15°

	 25°

	 35°

	 45°

	 55°

	 65°

	 75°

	 85°	

	 90°

	 95°

	 105°

	 115°

	 125°

	 135°

	 145°

	 155°

	 165°

	 175°

	 180°

1474	 1474	 1474	 1474	 1474

	1504	 1504	 1504	 1504	 1504	 144

1531	 1531	 1539	 1544	 1547	 436

	1378	 1385	 1401	 1420	 1429	 649

	1196	 1211	 1251	 1295	 1311	 787

	1002	 1026	 1104	 1176	 1203	 854

	734	 769	 868	 955	 990	 776

	486	 532	 646	 743	 785	 634

	247	 3030	 378	 402	 411	 373

	 60	 76	 79	 82	 82	 84

	 0	 0	 0	 0	 0		

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

	1229	 20.8	 25.9

	2016	 34.2	 42.6

	3644	 61.8	 76.9

	4736	 80.3	 100.0

	4736	 80.3	 100.0
Total

Luminaire

			   %	 % 
	 Zone	 Lumens	 Lamp	 Fixt

0°-30° 

0°-40° 

0°-60°

0°-90°

0°-180°

	2016	 2222	 2421	

1821	 2153	 2456	

1636	 2175	 2643	

1358	 2078	 2259	

980	 1290	 1339

	Vertical			    
	 Angle	 0°	 45°	 90°

45°

55°

65°

75°

85°

ambient & exam
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										          20
			   80				    70			   50			   30			   10		 00
	70	 50		 30	 10	 70	 50	 10	 50		 10	 50		  10	 50		 10	 00

76	 76	 76	 76	 75	 75	 75	 71	 71	 68	 68	 65	 65	 64

70	 67	 65	 62	 68	 66	 61	 63	 59	 61	 58	 58	 56	 55

64	 59	 55	 51	 63	 58	 51	 56	 50	 54	 49	 52	 47	 46

59	 52	 47	 43	 57	 51	 43	 49	 42	 48	 41	 46	 41	 39

54	 46	 41	 37	 52	 46	 37	 44	 36	 43	 36	 41	 35	 34

49	 41	 35	 31	 48	 40	 31	 39	 31	 38	 30	 36	 30	 29

45	 37	 31	 27	 44	 36	 27	 35	 27	 34	 26	 33	 26	 25

42	 33	 27	 23	 40	 32	 23	 31	 23	 30	 23	 30	 23	 21

38	 29	 24	 20	 37	 29	 20	 28	 20	 27	 20	 27	 20	 18

35	 26	 21	 17	 34	 26	 17	 25	 17	 24	 17	 24	 17	 16

33	 24	 19	 15	 32	 24	 15	 23	 15	 22	 15	 22	 15	 14
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	 Spacing	 1.2	

	Criterion:	 1.3

CANDLEPOWER DISTRIBUTION

CO–EFFICIENTS OF UTILIZATION

LUMINANCE DATA (CD/M2)LUMEN SUMMARY

	 Filename: 	 FMA124T8T5HO.IES

	 Catalog #: 	 FMA1-24-22-T8T5HO-2C-120-S-G-WH

	 Efficiency: 	 64%

	 Test #: 	 12226.0

	 0°

	 5°

	 15°

	 25°

	 35°

	 45°

	 55°

	 65°

	 75°

	 85°	

	 90°

	 95°

	 105°

	 115°

	 125°

	 135°

	 145°

	 155°

	 165°

	 175°

	 180°

	3399	 3399	 3399	 3399	 3399

3418	 3418	 3418	 3420	 3420	 326

	3395	 3402	 3415	 3429	 3433	 968

	3087	 3105	 3140	 3171	 3183	 1452

	2645	 2678	 2751	 2807	 2826	 1723

	2266	 2329	 2461	 2546	 2570	 1889

	1619	 1697	 1852	 1944	 1972	 1635

	1056	 1145	 1311	 1416	 1454	 1272

	524	 618	 741	 773	 784	 737

	126	 167	 202	 199	 196	 199

	 0	 0	 0	 0	 0		

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

	2747	 17.3	 26.9

	4470	 28.1	 43.8

	7993	 50.3	 78.4

	10201	 64.2	 100.0

	10201	 64.2	 100.0
Total

Luminaire

			   %	 % 
	 Zone	 Lumens	 Lamp	 Fixt

0°-30° 

0°-40° 

0°-60°

0°-90°

0°-180°

	4560	 4952	 5171	

4016	 4594	 4892	

3555	 4414	 4895	

2881	 4074	 4310	

2057	 3298	 3200

	Vertical			    
	 Angle	 0°	 45°	 90°

45°

55°

65°

75°

85°

	 Go to www.focalpointlights.com for additional photometric data.

	 Go to www.focalpointlights.com for additional photometric data.
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