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mounting information

recessed

fixture: 

project: 

specifications

construction 
One-piece 20 Ga. steel reflector and housing.

Die-cast aluminum end caps support perforated lamp shield.

Optional radial blade louver: .75"H x 1" frequency fabricated of 20 Ga.  
steel with acrylic lens insert.

Bottom and top access 20 Ga. steel ballast compartment.   
 
	 weight:	 17 lbs

optic
20 Ga. steel reflector finished in Matte Satin White powder coat. 

Lamps are shielded by detachable 22 Ga. steel perforated lamp shield  
with acrylic lens insert

electrical
Electronic ballasts are thermally protected and have a Class “P” rating.

Optional dimming ballasts available. 

Consult factory for dimming specifications and availability. 

UL and cUL listed.	

finish
Polyester powder coat applied over a 5-stage pre–treatment.

363

* for more information see Reference section.

specify “G” for flat 9/16" and 15/16" tee
or “ST” for 9/16" slot tee grid types.

grid

“G” flat tee “ST” slot tee

specify “DF” Drywall Frame Kit for drywall
ceiling conditions.

drywall frame kit

Use tie–wire or screws
to secure frame kit.

cut out dimensions:
2':  Min:  24.125"
 Max:  24.563"

ordering

luminaire series FS2
Softlite II FS2

nominal size 22
2' x 2' 22

distribution B
Bi-Directional B

lamp quantity
One Lamp 1

Two Lamps 2

Three Lamps 3
(T8, T5 & T5HO only)

lamp type
40 Watt Biax BX40

50 Watt Biax BX50

55 Watt Biax BX55

T8 T8

T5 T5

T5HO T5HO

ballast
Electronic Instant Start <20% THD E

(T8 & BX40 only)

Electronic Program Start <10% THD S

Electronic Dimming Ballast* D

voltage
120 Volt 120

277 Volt 277

347 Volt 347

mounting
Grid G

Slot Tee ST     

shielding
Perforated Shield PS

Radial Blade Louver RLP

factory options
Chicago Plenum CP

Drywall Frame Kit DF
(Cut out dimensions: 

	 Min:24.25"/Max: 24.563")

Emergency Battery Pack* EM

Earthquake Clips EQ

HLR/GLR Fuse FU

Flex Whip* FW

Include 3000K Lamp L830

Include 3500K Lamp L835

Include 4100K Lamp L841

Separate Circuit* SC

Master Satellite* MS

Tandem Wiring* TW

Lutron™ Sensor Feed* SF
(EcoSystem ballast required)

finish WH
Matte Satin White   WH
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	 Spacing	 1.2	

	Criterion:	 1.3

CANDLEPOWER DISTRIBUTION

CO–EFFICIENTS OF UTILIZATION

LUMINANCE DATA (CD/M2)LUMEN SUMMARY

	 Filename: 	 FS2222BX40PS.IES

	 Catalog #: 	 FS2-22-B-2-BX40-E-120-G-PS-WH

	 Efficiency: 	 64%

	 Test #: 	 12003.0

	 0°

	 5°

	 15°

	 25°

	 35°

	 45°

	 55°

	 65°

	 75°

	 85°	

	 90°

	 95°

	 105°

	 115°

	 125°

	 135°

	 145°

	 155°

	 165°

	 175°

	 180°

	915	 915	 915	 915	 915		

	917	 917	 915	 908	 907	 87

	878	 879	 886	 885	 882	 250

	798	 807	 827	 836	 842	 381

	684	 704	 742	 770	 782	 463

	547	 582	 651	 705	 730	 499

	389	 443	 557	 648	 678	 489

	235	 327	 479	 600	 638	 457

	117	 225	 411	 531	 567	 399

	 33	 156	 329	 448	 486	 325

	 6	 134	 289	 402	 436			 

	 14	 134	 247	 352	 382	 254

	 50	 165	 263	 376	 388	 271

	 55	 116	 109	 50	 48	 81	

	 46	 76	 66	 0	 0	 37

	 31	 50	 40	 0	 0	 20

	 19	 0	 0	 0	 0	 2	

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

	718	 11.4	 17.9	

	2169	 34.4	 54.0	

	3351	 53.2	 83.5	

664	 10.5	 16.5

4015	 64	 100.0
Total

Luminaire

			   %	 % 
	 Zone	 Lumens	 Lamp	 Fixt

0°-30° 

0°-40° 

0°-60°

0°-90°

0°-180°

	2178	 2019	 2264	

	1910	 1945	 2367	

	1566	 1983	 2641	

	1273	 2170	 2993	

	1066	 2502	 3696

	Vertical			    
	 Angle	 0°	 45°	 90°

45°

55°

65°

75°

85°

	 Go to www.focalpointlights.com for additional photometric data.
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