




dimensional data

 www.focalpointlights.com | 1.773.247.9494

Visit focalpointlights.com for 
complete photometric data.

slx ™ 1x4

features
Supplemental surgical suite luminaire. 

Fully gasketed door frame assembly prevents 
bacterial contamination. 

Symmetric/Asymmetric lens helps provide 
maximum footcandles on operating table 
while minimizing contrast ratios. 

Designed for installation in grid and drywall 
ceiling applications. 

Flexible design allows for continuous row 
mount or patterns. 
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CANDLEPOWER DISTRIBUTION LUMEN SUMMARY

	 Filename: 	 FSLX143T8SA.IES

	 Catalog #: 	 FSLX-14-3T8-1C-120-E-SA-HW

	 Efficiency: 	 51%

	 Test #: 	 12557.0
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	 145°
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	 165°

	 175°

	 180°

	1800	 1800	 1800	 1800	 1800	

	1829	 1826	 1818	 1820	 1806	 171

	1807	 1805	 1800	 1783	 1740	 487

	1634	 1636	 1655	 1675	 1606	 720

	1468	 1478	 1448	 1469	 1415	 852

	928	 997	 1096	 1198	 1179	 807

	423	 418	 555	 766	 883	 627

	417	 380	 361	 332	 499	 455

	306	 270	 234	 213	 131	 253

	115	 119	 96	 54	 21	 78

	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

	1378	 15.8	 31

	2229	 25.6	 50.1

	3663	 42.1	 82.3

	4449	 51.1	 100

	4449	 51.1	 100
Total

Luminaire

			   %	 % 
	 Zone	 Lumens	 Lamp	 Fixt

0°-30° 

0°-40° 

0°-60°

0°-90°

0°-180°

	 Go to www.focalpointlights.com for additional photometric data.




