SKY 4X4 - FSK 44 GRID CEILING

FIXTURES MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN (CHECK WITH LOCAL AND NATIONAL CODES FOR PROPER INSTALLATION). TO PREVENT ELECTRICAL SHOCK, DISCONNECT ELECTRICAL SUPPLY

SAFETY AND INSTALLATION INSTRUCTIONS

BEFORE INSTALLATION OR_SERVICING.

FOCAL PONT, LLC. 4201 S. PULASKI RD., CHICAGO. IL 60632 PHONE: (773) 2470494 FAX: (773) 2478484 | FOCAL POINTY DWG. NO. REV. D

U.S. PATENTS: D 443,949 S
D 437,446 S
1. READ ALL INSTRUCTIONS PRIOR TO INSTALLATION. 430,339

2. DISCONNECT ELECTRICAL POWER BEFORE SERVICING LUMINAIRES. 2518
3. A MINIMUM 30" CLEARANCE ABOVE CEILING GRID IS REQUIRED FOR PROPER
INSTALLATION.
4. USE TIE WIRES OR THREADED RODS (SUPPLIED BY OTHERS) TO SUPPORT
LUMINAIRE FROM THE BUILDING STRUCTURE ABOVE.
*CEILING GRIDS ARE NOT TO BE USED TO SUPPORT THE LUMINAIRE.**
*L UMINAIRE CAN NOT BE ROW MOUNTED.

UNIT DESCRIPTION PARTS SUPPLIED WITH LUMINAIRE

FSK44 (SKY) LUMINAIRE GRID MOUNT KIT (SK4-GRD_KIT)

QTY: 1 A - MOUNTING BRACKET (18519)

Dimensions: 47.7" x 47.7" x 9.0" high QTY: 4

Weight: 83 Ibs B - 8-32X1/2" PAN HEAD SCREWS (72009)
QTY: 12

TOOLS AND MATERIALS REQUIRED, BY OTHERS

1. Slotted screw driver
2. Phillips screw driver

- CONTRACTOR IS RESPONSIBLE FOR ADEQUATELY REINFORCING
3. Pllers WALLS AND/OR CEILINGS TO SUPPORT FIXTURE WEIGHT. FOCAL

POINT, L.L.C. ACCEPTS NO RESPONSIBILITY FOR INADEQUATELY

4 W t REINFORCED WALLS AND/OR CEILINGS.
. Ire nuts THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE
. . PROPERTY OF FOCAL POINT LLC. ANY REPRODUCTION IN PART
5 T|e wire OR WHOLE WITHOUT THE WRITTEN PERMISSION OF FOCAL
. POINT LLC IS PROHIBITED. 2010 © FOCAL POINT LLC
A INSTALLATION GUIDE NO.
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