


PLACE SUPPORT BRACKET OVER THE OPENING

5 3/16" FROM INSIDE EDGE OF OPENING TO CENTER OF
BRACKET(SEE INSET) AND SECOND BRACKET 38" O.C
FROM THE FIRST BRACKET. FASTEN TO FRAME WITH
DRYWALL SCREWS. SECURE SUPPORT BRACKETS TO
BUILDING STRUCTURE ABOVE WITH THREADED RODS.

UN ED ROSITION C'

RELEASE SHIELD BY INSERTING SLOTTED SCREW
DRIVER INTO RECESSED ARROW ON CORNER
CASTING AND ROTATE 180° SO THAT ARROW
POINTS TO GROOVE ON CASTING (UNLOCKED
POSITION).

ASSEMBLE THE FLANGE KIT PER INSTRUCTION
SHEET 1S160. PLACE THE FIXTURE C
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TO REMOVE SHIELD ASSEMBLY, LIFT CLASP OFF OF
PIN AND ROTATE TO RELEASE. DETACH HINGE
FROM SHIELD ASSEMBLY BY SLIDING PIN OUT OF
HOLE ON CASTING. REPEAT ON ALL 4 CORNERS.
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REMOVE 9 SCREWS HOLDING REFLECTOR.

REMOVE THE KNOCK OUT ON BALLAST TRAY AND
MAKE ELECTRICAL CONNECTION TO FIXTURE. LIFT
FIXTURE AND ALIGN MOUNTING HOLES WITH
SCREWS ON SUPPORT BRACKETS. SLIDE FIXTURE
INTO THE CEILING OPENING.
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TO REPLACE REFLECTOR, INSERT TABS ON FIXTURE
THROUGH OPENINGS ON REFLECTOR. SWING
REFLECTOR UP INTO HOUSING. WHILE
SUPPORTING THE REFLECTOR, REPLACE 9 SCREWS
REMOVED AT STEP 7.

LIFT REFLECTOR ASSEMBLY OUT OF FIXTURE.
REMOVE 4 MOUNTING HOLE KNOCK-OUTS ON TOP

SURFACE OF FIXTURE.

SUPPORTING FIXTURE AGAINST THE CEILING, SLIDE
WASHER OVER SCREW AND FASTEN WITH WING
NUT. REPEAT AT ALL 4 SCREW LOCATIONS.

TO REINSTALL SHIELD ASSEMBLY, SLIDE PIN INTO
HOLE IN CASTING. LIFT UP CLASP AND SWING OVER
PIN. REPEAT ON ALL 4 CORNERS. CLOSE SHIELD
ASSEMBLY AND RETURN ALL CORNER CASTINGS TO
LOCKED POSITION.
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LAMPING INSTRUCTIONS

13 LOCKED POSITION 14
UNLOCKED POSITION
INSERT SLOTTED SCREW DRIVER INTO ALLOW SHIELD TO DROP SLOWLY. REPEAT ON
RECESSED ARROW ON CORNER CASTING. ALL 4 CORNERS.

ROTATE 180° SO THAT ARROW POINTS TO
GROOVE ON CASTING (UNLOCKED POSITION).

15 ; 16
\
——
— LOCKED POSITION
INSERT LAMPS INTO SOCKETS AND ROTATE 1/4 RAISE ONE CORNER OF SHIELD AND RETURN TO
TURN TO LOCK. LOCKED POSITION. REPEAT ON ALL 4 CORNERS.
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