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RUN LENGTH MOUNTING SPACING MOUNTING SPACING MOUNTING SPACING
4 FT FIXTURE 48"
8 FT FIXTURE 96"
12FTRUN 96" 48"
16 FTRUN 96" 96"
20 FT RUN 96" 48" 96"
24 FTRUN 96" 96" 96"
28 FTRUN 96" 96" X2 48"
32 FTRUN 96" 96" X2 96"
36 FT RUN 96" 96" X3 48"

STANDARD RUN CONFIGURATIONS SHOWN, CONSULT FOCAL POINT FOR CUSTOM RUN CONFIGURATIONS.

FOLLOW FOCAL POINT
INSTRUCTIONS FOR
UNIVERSAL SUSPENSION
SYSTEM ASSEMBLY.
SEE IS0166

BEGIN WITH FEED END OF INDIVIDUAL OR
BEGINNING OF RUN LUMINAIRE. THREAD
AIRCRAFT CABLE INTO ADJUSTER, CABLE WILL
EXIT THROUGH SIDE OF ADJUSTER. FEED
HANGING CABLE TO APPROXIMATE HANGING
DISTANCE.

— PACF 2 —




CONTINUE WITH OPPOSITE END OF INDIVIDUAL
OR BEGINNING OF RUN LUMINAIRE. FOR
INDIVIDUAL INSTALLATION, LEVEL NOW. ONCE
LUMINAIRE IS LEVEL, LAMPS ARE INSTALLED
AND ELECTRICAL CONNECTIONS ARE MADE,
INDIVIDUAL INSTALLATION IS COMPLETE.
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FOR CONTINUOUS ROW MOUNTING, SUSPEND ADJUSTER SIDE OF INTERMEDIATE OR END OF RUN
LUMINAIRE TO BE JOINED (A). POSITION END OF LUMINAIRE UP (B), ATTACH THRU WIRE AND PUSH
EXCESS WIRE INTO HOUSING (C), ALIGN BULKHEADS AND SLIDE TABS INTO PLACE (D).
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USING A MAGNETIC TIP #1 SCREWDRIVER,
DRIVE A #4 X .500 SCREW INTO THE LOCKING
TABS ON EACH SIDE OF LUMINAIRE.
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TO LEVEL RUN:

DEPRESS PLUNGER ON AD

JUSTER WHILE SUPPORTING LUMINAIRE (IF REQUIRED).

TRIM EXCESS CABLE AT ADJUSTER END.

REMOVE PLASTIC SLEEVE.

INSTALL LAMPS AND POWER RUN TO COMPLETE INSTALLATION.
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