





ON OPPOSITE END OF LUMINAIRE. CABLE WILL
EXIT THROUGH SIDE OF ADJUSTER. ADJUST
HANGING CABLE TO APPROXIMATE HANGING
DISTANCE AND CUT EXCESS CABLE.

LUMINAIRES MATE TOGETHER BY ALIGNMENT
TABS. THRU WIRE MUST BE ATTACHED AND
EXCESS WIRE PUSHED INTO HOUSING PRIOR TO
ALIGNING TABS.

SUSPEND FAR END OF LUMINAIRE, LIFT
OPPOSITE END OF LUMINAIRE AND JOIN TO
INSTALLED RUN. CONNECT THRU WIRE PRIOR
TO JOINING LUMINAIRE.

FASTEN LUMINAIRES TOGETHER BY TIGHTENING
CAPTIVE SCREWS (2 PER JOINT FACING
OPPOSITE DIRECTION)
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ADJUST TILT OF LUMINAIRE BY LOOSENING
LOCKING SCREW ON ADJUSTER. SLIDE "Y"
CABLE TO DESIRED LOCATION SO THAT

REMOVE PLASTIC SLEEVE.

LUMINAIRE IS LEVEL. TIGHTEN LOCKING SCREW.

REPEAT AT EVERY SUSPENSION POINT.

LAMP REPLACEMENT GUIDE

1%

REMOVE CU FILTER BY PUSHING SPRING DOWN ROTATE LAMP ONE-QUARTER TURN AND
AND FORWARD TOWARD CENTER OF LUMINAIRE. REMOVE FROM SOCKETS. INSTALL NEW LAMP
REPEAT ON OPPOSITE END. REMOVE CU-FILTER INTO SOCKETS AND ROTATE ONE-QUARTER

CAREFULLY TO PREVENT DAMAGE.

TURN TO LOCK INTO PLACE. REPLACE CU
FILTER AND REATTACH THE SPRING.
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