FAVC MOUNTING INSTRUCTION

SAFETY AND INSTALLATION INSTRUCTIONS

FIXTURES MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN (CHECK WITH LOCAL AND NATIONAL CODES FOR PROPER INSTALLATION). TO PREVENT ELECTRICAL SHOCK, DISCONNECT ELECTRICAL SUPPLY
BEFORE INSTALLATION OR SERVICING.

1. READ ALL INSTRUCTIONS PRIOR TO INSTALLATION.

2. DISCONNECT ELECTRICAL POWER BEFORE SERVICING LUMINAIRE.
3. TO AVOID DAMAGE, KEEP LUMINAIRE IN ORIGINAL CARTON.

4. DO NOT PLACE HEAVY OBJECTS ON CARTONS.

UNIT DESCRIPTIONS

FAVC-S
(AVENUE C SUSPENDED)
=
Dimensions: 4ft- 3 3/16" D x 3 11/16" H x 48 1/8" L
9 Lbs

8ft- 3 3/16" D x 3 11/16" Hx 96 1/8" L
18 Lbs

Items included: Suspension kit
Joining hardware in plastic bag

FAVC-SM

(AVENUE C SURFACE MOUNT)

* USE SINGLE DEVICE COVER =
OR SINGLE GANG HANDY BOX .

Dimensions: 4ft- 3 3/16" D x 3 11/16" Hx 48 1/8" L
9 Lbs
8ft- 3 3/16" D x 3 11/16" H x 96 1/8" L
18 Lbs

Iltems included: Joining hardware in plastic bag

FAVC-W
(AVENUE C WALL MOUNT)

Dimensions: 4ft- 3 3/4" D x 3 11/16" H x 48 1/8" L

13 Lbs
8ft-33/4"D x 3 11/16"Hx 96 1/8" L
26 Lbs CONTRACTOR IS RESPONSIBLE FOR ADEQUATELY REINFORCING
WALLS AND/OR CEILINGS TO SUPPORT FIXTURE WEIGHT. FOCAL
POINT, LL.C. ACCEPTS NO RESPONSIBILTY FOR INADEQUATELY
. . . . REINFORCED WALLS AND/OR CEILINGS.
Items included : Mounting rail, Junction box brackets(Feed only) e FJE‘RE%R%‘}“?&EENJS/.'NEDLQQ THS DRANNG 1S THE SOLE
Joining hardware in plastic bag OR WHOLE WITHOUT THE WRITTEN PERMISSION OF FOCAL
FOINT LLC IS PROHIBITED. 2006 © FOCAL POINT LLC
é INSTALLATION GUIDE NO.
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feed based on run length
of luminaire.

¢

When mounting luminaires in rows, remove the down light
shielding (lens or 1ouver)®. Remove Trim Plates @ by
loosening the holding screws to expose joining screw holes.

/@

@

After suspending BOR (beginning of run) unit, join INT
(intermediate) or EOR (end of run) unit by swinging loose
end of luminiare and connecting wiring harness as shown (6).
Push excess wire back into the fixture, align joiner extrusion and
join the luminaries @ .

Follow instructions for Universal Suspension System IS0166 for
each feed/suspension location (installation hardware and
instructions shipped in cardboard box seperate from luminaires).

Begin mounting by suspending IND (individual unit) or BOR
(beginning of run) unit. Depress cable gripper plunger@ and
insert cable @ Release plunger to lock cable to appropriate

length. Repeat cable installation on opposite side of luminaire.

Insert factory supplied 10-32 x 1.25" hex head screws
through holes in bulkhead and fasten with factory supplied 10-32
keps nuts @ . Replace trim plates and shielding (lens or louver).



