Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation). To prevent electrical shock, disconnect electrical supply before installation or servicing.
PATIENT BED PAIRS

5a  HEAD OF PATIENT BED

MASTER  SATELLITE

ALIGN LUMINAIRES TO CENTER OF BED

5b

5c

Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.

5d

MAKE ELECTRICAL CONNECTION BETWEEN LUMINAIRES

5e

CONNECT ALL HOT LEADS TO THE SAME BRANCH CIRCUIT

LVC (LOW VOLTAGE CONTROLLER) - OPTIONAL

FMA8L  FMA8LE  FMA8LR

Common Lead  Common Lead  Common Lead

Driver  Driver  Driver

Ambient / Load 1 Lead  Exam / Load 3 Lead  Exam / Load 3 Lead

LVC  LVC  LVC

11

6

PATIENT BED PAIRS

Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.
1. Ceiling studs may need to be notched to accommodate electrical feeds and thermal protector.

2. See Focal Point frame kit instruction sheet IS160.

Service:

1. Drivers housed in master unit.

2. X4.

3. Exam.

Contractor is responsible for adequately reinforcing walls and/or ceilings to support luminaire weight. Focal Point, LLC accepts no responsibility for inadequately reinforced walls and/or ceilings. The information contained in this drawing is the sole property of Focal Point, LLC. Any reproduction in part or whole without the written permission of Focal Point, LLC is prohibited.