Seem® 4 led surface mount

FSM4LS-SM

CONFIGURATIONS ARE RUN SPECIFIC, PLEASE CONSULT FACTORY DRAWINGS BEFORE BEGINNING INSTALLATION.

FOCAL POINT

<table>
<thead>
<tr>
<th>U - INDIVIDUAL</th>
<th>KEY</th>
</tr>
</thead>
<tbody>
<tr>
<td>S - START OF RUN</td>
<td></td>
</tr>
<tr>
<td>I - INTERMEDIATE</td>
<td></td>
</tr>
<tr>
<td>E - END OF RUN</td>
<td></td>
</tr>
</tbody>
</table>

MAKE SURE LUMINAIRE IS POWERED OFF BEFORE INSTALLATION OR SERVICING.

ATTENTION

9-12’ LUMINAIREs SHIP ON 13’ (157”) PALLETS, FORKLIFT EXTENSIONS OF 72” ARE REQUIRED TO AVOID DAMAGE.

INDIVIDUAL INSTALLATIONS FOLLOW STEPS 1-3 & 7-10

PARTS LISTS

SHIPPED IN HARDWARE BAG

- REFLECTOR (70008)
  - (6-32 x 5/16 PAN-HEAD MACHINE SCREW)

SHIPPED INSTALLED

- JOINER PIN (W5687)
- JOINER BRACKET (18338)
- JOINER BRACKET (11849)

MOUNTING

FEED LOCATION IS ALWAYS CENTERED IN HOUSING. USE SINGLE DEVICE COVER OR SINGLE GANG HANDY BOX AND MOUNTING HARDWARE (BY OTHERS).

Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.
Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.

AVOID ALL CONTACT WITH LED SURFACE, LEDs ARE EASILY DAMAGED!

FLUSH LENS

USE IMPRINT ON 0.5" POP-DOWN LENSES TO ENSURE ALL LENSES ARE INSTALLED FACING THE SAME DIRECTION.
Contractor is responsible for adequately reinforcing walls and/or ceilings to support luminaire weight. Focal Point, LLC accepts no responsibility for inadequately reinforced walls and/or ceilings. The information contained in this drawing is the sole property of Focal Point, LLC. Any reproduction in part or whole without the written permission of Focal Point, LLC is prohibited.