FOCAL POINT

UNIVERSAL SUSPENSION SYSTEM - SHIPS SEPARATELY

LOCKING SCREW ALLOWS FOR Y-CABLE ADJUSTMENT

UNIT DESCRIPTION

U - INDIVIDUAL
S - START OF RUN
I - INTERMEDIATE
E - END OF RUN

KEY

POWER OFF
POWER ON
LEVEL
ATTENTION
SEE ADDITIONAL INSTRUCTIONS

PARTS LIST

SHIPPED IN HARDWARE BAG

HEX KEY (70137)
(9/64TH BALL-POINT HEX KEY)
SHIPPED WITH START OF RUN ONLY

FOLLOW FOCAL POINT INSTRUCTIONS FOR UNIVERSAL SUSPENSION SYSTEM ASSEMBLY.
SEE IS0166

MAKE ELECTRICAL CONNECTIONS

MAKE ELECTRICAL CONNECTIONS

Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).
To prevent electrical shock, disconnect electrical supply before installation or servicing.
Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.

**DRIVER SERVICE**

1. [Diagram]
2. [Diagram]

**GRADIENT OPTIC ASSEMBLY**

1. [Diagram]
2. [Diagram]
3. [Diagram]

**EMERGENCY**

SEE BATTERY MANUFACTURER INSTRUCTIONS

- EMERGENCY BATTERY
  - MAXIMUM MOUNTING HEIGHT: 11.00'
- EMERGENCY CIRCUIT
  - MAXIMUM MOUNTING HEIGHT: 19.00'
Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation). To prevent electrical shock, disconnect electrical supply before installation or servicing.