


Architectural innovation and natural inspiration come together with Zephyr.  
Focal Point’s new non-directional recessed lighting solution features a 
unique design which creates the impression that the bottom lens is floating 
above you, like a cloud floats in the sky. Offered in 2' x 2' and 1' x 4' sizes,  
Zephyr also utilizes a dual lens optical solution to control brightness while  
maintaining high efficiency. With its innovative architectural aesthetic, Zephyr  
floats above it all bringing comfort and visual harmony to your space.

™



Right Light™ provides a broad range of standard delivered 
lumen outputs that stay consistent as technology upgrades  
occur. In addition, tunable drivers allow for custom wattage 
and lumen outputs to be specified within the standard range.

LUMEN  
OUTPUT

1' x 4' 2' x 2'
WATTS LPW WATTS LPW

1000 11 98 9.5 105

2000 20 100 18 112

2500 25 100 23 111

3000 30 100 27 110

3500 37 97 33 107

4000 44 93 39 104

DISTRIBUTION 
CURVE

PERFORMANCE
without compromise

LENS TECHNOLOGY  
Zephyr’s lens element features an optical microstructure  
providing glare control and high levels of efficiency.

2' x 2'

1' x 4'

All lumen outputs of Zephyr are Design Lights 
Consortium (DLC) qualified.

Specific model information can be found on the DLC QPL  
at designlights.org or at focalpointlights.com/DLC.

http://www.designlights.org/QPL


ENCLOSED OPTIC 
Zephyr’s unique lens design provides an 
enclosed optical assembly which makes it 
ideally suited for applications that require 
low maintenance.

EASY ACCESS FROM BELOW 
The one-piece hinging optical assembly 
allows for easy access to LEDs and driver.

CLEAN LINES
and construction



ORDERING
Luminaire Series FZR

Zephyr FZR
Nominal Size 

1' x 4' 14
2' x 2' 22

Shielding FL
Frosted Lens FL

Lumen Output
1000 Lumens 1000L
2000 Lumens 2000L
2500 Lumens 2500L
3000 Lumens 3000L
3500 Lumens 3500L
4000 Lumens 4000L

Color Temperature
2700K 27K
3000K 30K
3500K 35K
4000K 40K

Circuits 1C
Single Circuit 1C

Voltage
UNV 120/277 Volt UNV

347 Volt 347
(Transformer required for all drivers except LD1. 

Top access only to transformer. LD1 not available 
with 1000 Lumen. Not available with SD5.)

Driver
0-10V - 10% Dimming LD1
0-10V - 1% Dimming L11

Lutron A-Series -  
1% EcoSystem Digital

L3D

(Consult factory for 3-wire control)
Lutron H-Series - 1% Dimming LH1

Lutron 5-Series -  
5% EcoSystem Digital

LU5

(Not available in 1000 lumens)

DALI - 1% Dimming D11
Step Dimming SD5

(120/277 only. 3000, 3500 & 4000 Lumens only.)

Mounting
Drywall Frame Kit F

Grid G
Slot Tee ST

Factory Options
Air Return AR

(Housing height 5.78in/146.7mm. 
Not compatible with Drywall Frame Kit.)

Chicago Plenum CP
Emergency Battery* EM

(120/277 only.)

6' New York City Flex Whip (120V) FNY
6' New York City Flex Whip (120V)

6' Flex Whip FW
(Sensor options available, consult factory)

Finish WH
Matte White Housing WH

1' x 4'

12.00"
304.8mm

10.75"
273.1mm

5.21"
132.3mm

7.25"
184.2mm

43.25"
1098.6mm

347V Housing Height = 6.36"/161.5mm

24.00"
610mm

22.75"
577.9mm

5.57"
141.6mm

18.00"
457.2mm

18.00"
457.2mm

12.00"
304.8mm

10.75"
273.1mm

5.21"
132.3mm

7.25"
184.2mm

43.25"
1098.6mm

347V Housing Height = 6.36"/161.5mm

2' x 2'

*Consult cutsheets at focalpointlights.com for air return housing heights & restrictions.
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