Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.

LUMINAIRE MUST BE INSTALLED PRIOR TO DRYWALL CEILING. ALL LUMINAIRES MUST BE SECURED TO STRUCTURE ABOVE.

NON-EMERGENCY

EMERGENCY - REMOTE TEST SWITCH

TRIM

DOWNLIGHT  WALL WASH

REMOVE ZIP TIE PRIOR TO INSTALLATION

LOOSEN SCREWS TO ADJUST HEIGHT OF HOUSING

secure to structure above with 1/4 x 20 threaded rod or tiewire (by others)

GRID - 3/4" CONDUIT & CLIP (BY OTHERS)

see additional instructions

POWER OFF  POWER ON

LEVEL  ATTENTION

<table>
<thead>
<tr>
<th>KEY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
</tr>
</tbody>
</table>

LUMINAIRE MUST BE INSTALLED PRIOR TO DRYWALL CEILING. ALL LUMINAIRES MUST BE SECURED TO STRUCTURE ABOVE.

1. **Non-Emergency**

   - X2

2. **Emergency - Remote Test Switch**

3. **Remove Zip Tie Prior to Installation**

4. **Loosen Screws to Adjust Height of Housing**

5. **Secure to Structure Above with 1/4 x 20 Threaded Rod or Tiewire (by Others)**

   - X2

   - X4

   - X4
Fixtures must be installed by a qualified electrician (check with local and national codes for proper installation). To prevent electrical shock, disconnect electrical supply before installation or servicing.
Fixtures must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.
Contractor is responsible for adequately reinforcing walls and/or ceilings to support fixture weight. Focal Point, LLC accepts no responsibility for inadequately reinforced walls and/or ceilings. The information contained in this drawing is the sole property of Focal Point, LLC. Any reproduction in part or whole without the written permission of Focal Point, LLC is prohibited.