Luminares must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.

Contractor is responsible for adequately reinforcing walls and/or ceilings to support fixture weight. Focal Point, LLC accepts no responsibility for inadequately reinforced walls and/or ceilings. The information contained in this drawing is the sole property of Focal Point, LLC. Any reproduction in part or whole without the written permission of Focal Point, LLC is prohibited.
Luminaires must be installed by a qualified electrician (check with local and national codes for proper installation).

To prevent electrical shock, disconnect electrical supply before installation or servicing.

TILT - ADJUSTABLE ACCENT

1. Use flathead screwdriver or 3/16 socket driver to rotate tilt screw.
2. Tilt module to desired position (up to 40°).

ROTATE - ADJUSTABLE ACCENT

1. Use flathead screwdriver to loosen rotation screw.
2. Rotate module to desired position (up to 362°).
3. Tighten screw to lock module in place.

TRIM INSTALLATION

1.

OPTIC REPLACEMENT

1. Align arms of optic tray with guides on module.
2.
3a.
Contractor is responsible for adequately reinforcing walls and/or ceilings to support fixture weight. Focal Point, LLC accepts no responsibility for inadequately reinforced walls and/or ceilings. The information contained in this drawing is the sole property of Focal Point, LLC. Any reproduction in part or whole without the written permission of Focal Point, LLC is prohibited.